
GLÄSER FÜR 
FÜGETECHNOLOGIEN

Stabile und kristallisierende Gläser werden

für Fügeprozesse, in Dickschichtpasten

sowie in Sonderanwendungen eingesetzt.

Das Fraunhofer IKTS verfügt über lang-

jährige Erfahrungen in der Entwicklung,

Charakterisierung und Konfektionierung

solcher Gläser für Anwendungen in der 

Energie-, Medizin- und Elektrotechnik.

Glaslote

Die Entwicklung von Glasloten umfasst die

Anpassung der Zusammensetzung, eine an-

wendungsnahe Charakterisierung sowie die

Verarbeitungstechnologie. Es wird Unter-

stützung für Auswahl und Eignungstests

kommerzieller Glaslote sowie bei der Ver-

sagensanalyse von Fügeverbindungen

angeboten. Hierbei wird eine möglichst 

applikationsnahe Charakterisierung der

Fügeverbindungen angestrebt. Für ther-

misch hoch belastete Fügungen (z. B.

SOFC, keramische Reaktoren) verfügt das

Fraunhofer IKTS über kristallisierende

Glaslote in Form von Pasten und Folien.

Gläser für die Dickschichtpasten 

Gläser übernehmen in Dickschichtpasten

wesentliche Aufgaben: Haftvermittler in

Kontakt- und Leitpasten, isolierende Ab-

deckung sowie als Bestandteile von Wider-

standspasten. Die Entwicklung von Gläsern

muss neben den Eigenschaften der 

Substrate insbesondere chemische 

Wechselwirkungen mit anderen Pasten-

komponenten berücksichtigen. Die Gläser

erreichen erst in applikationsfähigen Pas-

tensystemen (z. B. für AlN-Keramiken) für

eine Produktion geeignete Ergebnisse. 

F R A U N H O F E R - I N S T I T U T  F Ü R  K E R A M I S C H E  T E C H N O L O G I E N  U N D  S Y S T E M E  I K T S

1   Abguss einer Glasschmelze.

2   PbO-freie Frontmetallisie-

rung einer Solarzelle mit

glashaltiger Silberpaste.

3   Glasfritte, Pulver.

4   Thermozyklisierung von

Modellfügungen.

5   Glaslotfolie mit ausges-

tanzten Fügeteilen.
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SEALING GLASSES AND
GLASSES FOR THICK FILMS

Stable and crystallizing glasses are applied

for sealing processes, thick-film and special

applications. The IKTS has long-term experi-

ences in development, characterization und

tailoring of glasses for applications in en-

ergy, medicine and electrotechnology.

Sealing glasses

The development of sealing glasses involves

the modification of the glass composition,

an application-orientated characterization

and optimization of the processing technol-

ogy. The support for the assortment and

characterization of commercial sealing

glasses as well as for a failure analysis of

joints is also offered. For this, a characteri-

zation of the joints is aspired under condi-

tions which are close to the desired

applications. For thermally stressed applica-

tions (e.g. SOFC, ceramic reactors) Fraun-

hofer IKTS has crystallizing sealing glasses

as pastes and tapes available. 

Glasses for thick-film applications

Glasses adopt essential objectives in thick-

film pastes: Adhesion promoting agents in

conducting pastes, isolating coatings and

components in pastes for electrical resis-

tances. The development of glasses must

take the properties of the ceramic and

metallic substrates as well as chemical inter-

actions with other paste components into

account. Results which are suitable for pro-

duction processes will be reached by an in-

tegration of the glasses in qualified paste

systems (e.g. for AlN substrates).

4

1   Cast of a glass melt.

2   PbO-free front metallization

of a solar cell with a glass con-

taining silver paste.

3   Glass frit, glass powder.

4   Thermal cyclization of model

sealings.

5   Solder glass layers and

stamped sealings for SOFC.
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